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GaP/GaP /Bright Red 700 90 40 15 50 2.2 2.6 6.0
BL-BHG271

GaP/GaP /Yellow Green 568
White Diffused

30 80 30 150 2.2 2.6 30.0

GaAsP/GaP/Hi-Eff Red 635 45 80 30 150 2.0 2.6 30.0
BL-BEG271

GaP/GaP /Yellow Green 568
White Diffused

30 80 30 150 2.2 2.6 30.0

GaAsP/GaP/ Yellow 585 35 80 30 150 2.1 2.6 15.0

T-1

Standard

1.0" Lead

3
BL-BYG271

GaP/GaP /Yellow Green 568
White Diffused

30 80 30 150 2.2 2.6 30.0

45 L-154

GaP/GaP /Bright Red 700 90 40 15 50 2.2 2.6 8.0
BL-BHG274

GaP/GaP /Yellow Green 568
White Diffused

30 80 30 150 2.2 2.6 50.0

GaAsP/GaP/Hi-Eff Red 635 45 80 30 150 2.0 2.6 50.0
BL-BEG274

GaP/GaP /Yellow Green 568
White Diffused

30 80 30 150 2.2 2.6 50.0

GaAsP/GaP/ Yellow 585 35 80 30 150 2.1 2.6 45.0

T-13/4

Standard

1.0" Lead

5
BL-BYG274

GaP/GaP /Yellow Green 568
White Diffused

30 80 30 150 2.2 2.6 50.0

50 L-155

GaP/GaP /Yellow Green 568 30 80 30 150 2.2 2.6 0.8
BL-RHG272N

GaAsP/GaP/ Yellow 585
White Diffused

35 80 30 150 2.1 2.6 4.0

GaAsP/GaP/Hi-Eff Red 635 45 80 30 150 2.0 2.6 4.0
BL-REG272N

GaP/GaP /Yellow Green 568
White Diffused

30 80 30 150 2.2 2.6 4.0

GaAsP/GaP/ Yellow 585 35 80 30 150 2.1 2.6 3.5

2.0x5.0

x7.0mm

1.0" Lead

Rectangular
BL-RYG272N

GaP/GaP /Yellow Green 568
White Diffused

30 80 30 150 2.2 2.6 4.0

125 L-156

GaP/GaP /Yellow Green 568 30 80 30 150 2.2 2.6 80.0
BL-BGS234N-1

GaAlAs/Super Red 660
White Diffused

20 60 30 150 1.7 2.6 120
55

GaP/GaP /Yellow Green 568 30 80 30 150 2.2 2.6 80.0
BL-BGS334N-1

GaAlAs/Super Red 660
Water Clear

20 60 30 150 1.7 2.6 200
25

GaAlAs/Super Red 660 30 80 30 150 2.2 2.6 50.0

T-1 3/4-

Flangeless

1.0"Lead

5
BL-BSS234N-1

GaAlAs/Super Red 660
White Diffused

20 60 30 150 1.7 2.6 50.0
55

L-157

Remark 1.Hi-Eff Red / High-Efficiency Red

2.Trans / Transparent

3.2 1/2 The off-axis angle at which the luminous intensity is half the axial luminous intensity.

L-154 BL-Bxx271 Series L-155 BL-Bxx274 Series

L-156 BL-Rxx272N Series L-157 BL-Bxx234N 1 Series

Notes: 1.All Dimensions are millimeters (inches).

2.Tolerance is 0.25mm (.010").

TYP.

MIN.

CATHODE

HI-EFF GREEN

CATHODE
SUPER RED

3.80(.150)
0.5(.02) SQ.

1.00(.039)

25.4(1.00) MIN.

2.54(.10) NOM.

1.5(.059) MAX.

0.81(.032)

5.30(.209)

3.00(.118)

1.0(.04)

1.5(.059) MAX.

1.0(.04) MIN.

2.54(.10) NOM.

CATHODE

HI-EFF GREEN

CATHODE

SUPER RED

25.4(1.00) MIN.

8.62(.339)

0.5(.02) SQ. TYP.

5.0(.197)

5.7(.22)

1.5 (.059) MAX.

2.54 (.10) NOM.

1.0(.04)
MIN.

2.0(.079)

5.0(.197)

CATHODE

GREEN YELLOW
CATHODE

25.4(1.00) MIN.

0.5(.02) SQ. TYP.

7.0(.276)

5.05(.198)

1.9(.075)

1.5 (.059)MAX.

NOM.

1.0(.04)
MIN.

C
A

T
H
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E

5.00(.197)

2.54(.10)

0.5(.02) SQ. TYP. 5.00(.197)

24.0(.945) MIN.

4.10(.161)

4.70(.185)

HI-EFF GREEN SUPER RED

CATHODECATHODE
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